
 

  

 

 

 

 

 

 

Maintenance manual 
 

AQUAIR 

250 series 

      

 

 

 

 

 

 

 



                                                                                                                             

 

Equipment maintenance 

Equipments AQUAIR 250 are free 
maintenance. However, to keep an optimal 
conservation is recommended to follow next 
maintenance works. 
 

  ¡Attention! 

During maintenance works, turn off your equipment 
and use rubber gloves to protect yourself of any cut. 
 
External cleaning 

To keep your equipment free of dust and dirt use a 
simple cool cloth over the machine case. Detergents 
and solvents are not recommended.  
 
Air filter cleaning 

Clean regularly. Filter should be examined to define 
periodicity of cleaning or change. Cleaning 
made by domestic vacuum cleaner or water immersion 
(dry always). To replace the particular 
provider.  
 
Chart indicative for replacing the air filter:

 AQ25

Lifespan (hours) 3.000

 

 

 

 

 

 

 

 

Condensate drain tray cleaning 
 
The condensate drain tray is a very important element
so we must make a periodic cleaning of it.
 
For a start, open the door. In the central part you can 
see a removable panel. Remove the retaining screw
and remove the panel to access the condensate tray.
 
Prior to cleaning the condensate tray 
filtering blanket. This must be replaced
(about every 6 months). For replacement
equipment supplier. 

       
(rear of the unit

                                                                                                                                                                                                             

Equipments AQUAIR 250 are free specialized 
maintenance. However, to keep an optimal 
conservation is recommended to follow next 

During maintenance works, turn off your equipment 
and use rubber gloves to protect yourself of any cut.  

To keep your equipment free of dust and dirt use a 
simple cool cloth over the machine case. Detergents 

Clean regularly. Filter should be examined to define 
periodicity of cleaning or change. Cleaning can be 
made by domestic vacuum cleaner or water immersion 
(dry always). To replace the particular filter ask to 

: 

AQ250 

3.000 

important element, 
of it. 

the central part you can 
retaining screw 

condensate tray. 

 remove water 
must be replaced periodically 

For replacement consult your 

To clean the condensates
than links from the tray to the tank
clean with a cool cloth and a disinfectant
diluted, etc.). 
 
 

 
Production (liters)  

 

 

 

 

 

 

 

Active carbon filter 

To ensure proper functioning of equipment and avoid 
the risk of microbiological contamination is necessary 
to replace periodically the activated carbon cartridges. 
(It is recommended to change twice a year). For 
replacement consult your equipment supplier.

Chart indicative for replacing the active carbon filter

 
Replacement (liters)  

 

Water tank cleaning 

The maintenance of the water tanks
performed periodically. It is recommended to
once a month. 

To follow proper maintenance:

• Turn off the unit AQ250     

• Unplug the equipment AQ250 from mains

• Open the unit´s door using the supplied key and 
removing the screws. 

• At the low side you will find the water tank where 
all the components come. You have to disconnect 
them in the following order:
 

- Float switch upper level control:
upper side of the tank. Disconnect it by 
pressing the two side tabs while pulling the two 
sides in opposite directions.

- Water suction hose to pump water:
off the water key hose before you removes, 
you will avoid water goes out the tank.

       Air filter         
rear of the unit) 
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the condensates tray first disconnect the tube 
to the tank. Then proceed to 

and a disinfectant (soap, bleach 

AQ250 
6.000 

functioning of equipment and avoid 
the risk of microbiological contamination is necessary 
to replace periodically the activated carbon cartridges. 
(It is recommended to change twice a year). For 
replacement consult your equipment supplier. 

for replacing the active carbon filter: 

AQ250 
35.000 

the water tanks must be 
It is recommended to do this 

proper maintenance: 

Turn off the unit AQ250      

Unplug the equipment AQ250 from mains. 
Open the unit´s door using the supplied key and 
removing the screws.  
At the low side you will find the water tank where 
all the components come. You have to disconnect 

ing order: 

Float switch upper level control: located in an 
upper side of the tank. Disconnect it by 
pressing the two side tabs while pulling the two 
sides in opposite directions. 
Water suction hose to pump water:  First turn 
off the water key hose before you removes, 
you will avoid water goes out the tank. 

Condensation tray 



                                                                                                                             

- Water inlet hose to the tank: is located 
top of the tank in one side thereof.
disconnection unscrew it and set it aside

- Introduction chlorine hose in the tank:
at the top of the tank. To remove it pulls it out 
of its hole. 

• Remove the tank, clean it with soapy water and 
rinse with fresh water to remove any traces of 
soap. 

• Reconnect the float, the suction hose to pump 
water, the water hose into the tank following the 
same instructions in reverse order. 

• Close the door of AQ250 
• Connect to the mains.. 

• Press the power key on the unit 
it.  
 

These instructions are valid for different models, so it 
is possible that this suggested uses 
exactly with your particular device  

 

Maintenance chlorine dosing pump (according to 
model) 

AQ250 equipment incorporates a chlorine dosing 
pump in front of the water tank in the lower 
compartment of the equipment. 

The pump is programmed to administer the exact 
amount of chlorine needed with a chlorine 
concentration of 4%. If the chlorine tank was empty, 
the display shows a red light in alarm.  

To replace chlorine tank consult your equipment 
supplier.  For this case the pump is set to "timed 
weekly dosing."  

The activated carbon filter on your unit will remove the 
chlorine taste of the water. 
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is located in the 
side thereof. For 

set it aside. 
in the tank: located 

at the top of the tank. To remove it pulls it out 

Remove the tank, clean it with soapy water and 
rinse with fresh water to remove any traces of 

Reconnect the float, the suction hose to pump 
the tank following the 

 

  to re-operate 

These instructions are valid for different models, so it 
is possible that this suggested uses do not match 

Maintenance chlorine dosing pump (according to 

AQ250 equipment incorporates a chlorine dosing 
pump in front of the water tank in the lower 

The pump is programmed to administer the exact 
amount of chlorine needed with a chlorine 
concentration of 4%. If the chlorine tank was empty, 

To replace chlorine tank consult your equipment 
the pump is set to "timed 

The activated carbon filter on your unit will remove the 

1- Sediments filter 
2- Active carbon filter
3- Re-mineralizing filter
4- Tank level viewfinder
5- Water tank 
6- Chlorine tank 
7- Dosing pump 
8- Water pump 

 

Re- mineralizing filter  

As you can see his team 
re-mineralizing filter. When
this filter, the particles 
minerals such as calcium
enrich and improve it.  

We recommend replacing
twice a year. To replace
supplier.  

Sediments filter   

His team has AQ250 sediment filter
particles that may have been
filter and have not been deposited in
tray. The filter mounted in the 
particles which are larger than

Maintenance these filters require
under tap water for 5 minutes
trapped in it. 

To replace the filter consult

 The following table shows
change those filters. 

 
Cleaning (liters)  

Replacement (liters) 
 

Charge or emptying coolant

The teams AQUAIR-200 have been designed to work 
with refrigerant R407C. The use of any other 
refrigerant on this unit voids the warranty. 

All operation, emptying or replacement of the coolant 
should be carried out by qualified personnel and not by 
the equipment user. 

The charge and discharge of coolant should be made 
in the liquid phase through the valve shell located in 
the liquid line of the equipment.

The following tasks should be carry out only by 
qualified personnel: 

6 

7 
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Active carbon filter 
mineralizing filter 

level viewfinder 

 AQUAIR-250 incorporated a 
When the water passes through 

, the particles inside the water release 
calcium, magnesium, potassium, to 

We recommend replacing the re-mineralizing filter 
To replace consult your equipment 

sediment filter. Which traps 
may have been filtered through the air 

deposited in the condensation 
in the AQ250 equipment, traps 

which are larger than 1 micron (µ). 

filters require consists of a washing 
5 minutes to withdraw any sludge 

consult your equipment supplier. 

table shows how often should wash and 

AQ250 
6.000 
35.000 

Charge or emptying coolant 

200 have been designed to work 
with refrigerant R407C. The use of any other 
refrigerant on this unit voids the warranty.  

All operation, emptying or replacement of the coolant 
qualified personnel and not by 

The charge and discharge of coolant should be made 
in the liquid phase through the valve shell located in 
the liquid line of the equipment. 

The following tasks should be carry out only by 
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• Replacement or modification of electrical 
components team. 

• Modification of mechanical parts. 
• Intervention on refrigerant circuit. 
• Handling of protection elements, control panel, 

starting switches, emergency and stop. 

Any repair, replacement or work on the control of 
unauthorized personnel will involve the cancellation of 
the guarantee. 

 

Conservation in long periods of inactivity 

It is important to conduct a proper hygiene if the 
equipment will be out of operation more than a week 
since the pipes and filters can become contaminated 
due to lack of use. Despite the guarantees offered 
AQUAIR equipments regarding their hygiene, the 
section of pipe between the tank and the tap dispenser 
can hold microbiological contamination if not used 

The manufacturer is not liable for any defect in this 
regard if the client not proceed as follows to prevent 
such contamination: 

• Always perform a equipment´s hydraulic circuit 
hyper chlorination, when the unit have been in 
a period of inactivity of one week. The 
hydraulic circuit is the section between the 
tank and the tap. 
The following summarizes the steps for this 
water chlorination. The values are provided to 
a tank filled with 50 liters of water. If the 
product of sodium hypochlorite for water 
treatment that is used has a concentration of 
4% chlorine, we would introduce 10 ml to the 
water tank for disinfection. If this concentration 
was 1.15% we would introduce 30 ml to the 
water tank. In case of doubt, consult the 
manufacturer. 
 

• The chlorination was performed using the 
button located on the control panel.  
To do so, the water tank must be full. 
To make hyperchlorination we have to press 
the button five times. We will pressed  it once 
and wait for the 8 issue dosing pump pulses , 
press again and hope that it dosed 20 times 
and so on up are completed five cycles. 
 
 
 
 
 

• Let the sodium hypochlorite works in the water 
tank for 30 minutes and then the tank is 
emptied completely so that all water passes 
through the hydraulic circuit to be disinfected. 
For this to operate the dispenser button until 
you empty the tank. 
 

• After this cleaning circuit, may be traces of 
sodium hypochlorite in the filters. To clean it, 
has to go through the water hydraulic circuit 
some new and clean water (more or less 12 l). 
 

• When we complete these steps, we will wait 
for the tank to fill with fresh water and then 
proceed to perform the sample collection. 

 

 

 

 

 

 

 

 

AMOUNT 
OF 

WATER 

PRODUCT 
CONCENTRATIO

N 

AMOUNT 
OF 

PRODUCT 
50 liters 
Full tank 

4% 10 ml. 

50 liters 
Full tank 1,15% 30 ml 
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